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DFCM PROJECT #: 02024480
DFCM CONTRACT #: 057462

ELECTRICAL:

BNA ENGINEERS
635 SOUTH STATE STREET
SALT LAKE CITY, UT 84111
(801) 532-2196
(801) 532-2305, FAX

STRUCTURAL:

CALDER RICHARDS ENGINEERS
2015 SOUTH 1100 EAST
SALT LAKE CITY, UT 84103
(801) 466-1699
(801) 467-2695, FAX

ARCHITECT:

COOPER ROBERTS SIMONSEN
ASSOCIATES
700 NORTH 200 WEST
SALT LAKE CITY, UT 84103
(801) 355-5915
(801) 355-9885, FAX
www.crsa-us.com

MECHANICAL:

COLVIN ENGINEERING
244 WEST 300 NORTH
SALT LAKE CITY, UT 84103
(801) 322-2400
(801) 322-2416, FAX

C5
AE502

1

101
NAME

A

A

AE401
B1

B2

B3

B4

SYMBOLS LEGEND

ELEVATION MARKER

REFERENCE NOTE

ROOM NOTE

WINDOW TYPE

SHEET NUMBER

DETAIL NUMBER

PLYWOOD

FINISH GRADE WOOD

BATT INSULATION

RIGID INSULATION

STEEL

MASONRY

CONCRETE BLOCK

CONCRETE

A4
AE301

A

1

A1
AE202

WALL TYPE

REVISION NOTE

FURNITURE NOTE

DETAIL REFERENCE

DETAIL NUMBER

REFERENCE (MULTIPLE)
INTERIOR ELEVATION

SECTION REFERENCE

EXTERIOR ELEVATION
REFERENCE

B2
AE401

INTERIOR ELEVATION
REFERENCE (SINGLE)

NOTE:  ALL MATERIALS REFERENCED ARE
NEW UNLESS NOTED OTHERWISE

DEMOLITION

DOOR & FRAME TYPE

C-3
8'-0"

CEILING NOTE
CEILING HEIGHT

CEILING TYPE

#
1 A

DOOR NUMBER

DOOR FRAME TYPE DOOR TYPE

Year

APPLICABLE CODES

Year

North: ______  South: ______  East: ______  West: ______

   Special Use and Occupancy (e.g. High Rise, Covered Mall):   __________________

d)    Unlimited Area Building:    Yes  ______   No  ______   Code Section:  ______

6,000 - Type VB, A3

3)    Three Story:   A  (3)______

1)    One Story:   ______

c)    Total Allowable Area for:

1_<
Allowable Area

Actual Area

b)    Sum of the Ratio Calculations for Mixed Occupancies:

1_<

2)    Two Story:   A  (2)___     ___

X

Element

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame
Partitions - Permanent
Fire Barriers

a

Official for Complex Buildings. Including, but not limited to:

g)    Fire Stopping, Including Tested Design Number.

f)    Exterior and Interior Accessibility Route.

e)    Fire Assembly Locator Sheet.

a)    High Rise Requirements.

b)    Atriums.

c)    Performance Based Criteria.

d)    Means or Egress Analysis.

2)    Additional Code Information shall be provided at the discretion of the Building

Code Accessibility Chapters, the more restrictive requirement shall govern.

through     - ADA Guidelines and specific reference to the International Building

1)    In case of conflict with the U.S. Department of Justice Federal Registers Parts

FOOTNOTES:

d)    Drinking Fountains:  ______       Service Sinks: ______

c)    Bath Tubs or Showers:  ______

b)    Lavatories  -  Required (m) ______ (f) ______    Provided (m) ______ (f) ______

a)    Water Closets - Required (m) ______ (f) ______  Provided (m) ______ (f) _____

M.      Minimum Number of Required Plumbing Facilities:

Exit Width Required:   ______            Exit Width Provided:   ______

Element Hours Assembly
ListingListing

AssemblyHours

Smoke Partitions
Fire Partitions

Floors - Ceiling Floors
Roofs - Ceiling Roofs
Exterior Doors and Windows
Shaft Enclosures
Fire Walls

BAHTBABABA

49,500

B.      Seismic Design Category: ______

K.       Fire Resistance Rating Requirements for Building Elements (hours).

Area Modifications:J:

 ____________________________________________Tabular Area:I:

0

Actual AreaH:

Number of Stories:   ______   Building Height: ______G:

Required: ______     Provided: ______   Type of Sprinkler System: ____________

Sprinklers:F:

Mixed Occupancies:   ______         Nonseparated Uses:   ______E.

          separation distance (in hours):

 Requirements for the Exterior Walls based on the fireFire Resistance RatingD.

C.      Type of Construction  (circle one):

   Change in Use: Yes ______ No ______  Mixed Occupancy: Yes ______  No ______

Guildelines

ADA Accessibility

Building Conservation

Uniform Code for

National Electrical Code

Conservation Code

International Energy

International Fire Code

International Plumbing Code

International Mechanical Code

International Building Code

A.      Occupancy and Group:  ________    ________    ________    ________     ________B

X

X

M

2

2003

2003

2003

2003

2003

2003

2003

1994

19,078

S1

XX

X

0 0 0 0

WET PIPE

a

a

0

 per Floor (square feet): ___________________                             _______

100

3

a

2

2

0
0

a)

60

0
0
0

0
0
0
0

6,000 * 75

100

A   = 6,000 +                   +

0
0

0

5

1

0.25I  = 100f

F

P 30

WstA I

100
a t

100

fIA t
A   =  A  +                  +

I  = 75%

I  = 100f

19,831

19,831
0.25

30

f

CODE ANALYSIS

33,000

33,000

E 90

L.      Design Occupant Load: ______588

Design Wind Speed:  __ mph  Exposure __

576 in.

C

5 7 6

2

30'-6"

BASEMENT = 5,430  MAIN=13,649  UPPER=5,727

6,000 * 100

A   = 16,500

16,500

177 in.
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DRAWING SHEET INDEX

GENERAL
GI001 COVER SHEET & SHEET INDEX
GI002 LOWER LEVEL OCCUPANCY PLAN
GI003 MAIN LEVEL OCCUPANCY PLAN
GI004 UPPER LEVEL OCCUPANCY PLAN

AS101 SITE PLAN

STRUCTURAL
S001 STRUCTURAL DETAILS

S101 FOOTING & FOUNDATION PLAN
S102 MAIN FLOOR FRAMING PLAN
S103 ROOF FRAMING PLAN

S501 STRUCTURAL DETAILS
S502 STRUCTURAL DETAILS
S503 STRUCTURAL DETAILS

ARCHITECTURAL
AD101 LOWER  LEVEL DEMOLITION PLAN
AD102 MAIN LEVEL DEMOLITION PLAN
AD103 UPPER LEVEL DEMOLITION PLAN

AE101 FOUNDATION PLAN
AE102 LOWER LEVEL FLOOR PLAN
AE103 MAIN LEVEL FLOOR PLAN
AE104 UPPER LEVEL FLOOR PLAN
AE105 ROOF PLAN

AE111 LOWER LEVEL REFLECTED CEILING PLANS
AE112 MAIN LEVEL REFLECTED CEILING PLANS
AE113 UPPER LEVEL REFLECTED CEILING PLANS

AE201 EXTERIOR ELEVATIONS
AE202 EXTERIOR ELEVATIONS
AE203 631 NORTH MASONRY RESTORATION ELEVATIONS
AE204 631 SOUTH MASONRY RESTORATION ELEVATIONS
AE205 631 EAST WEST MASONRY RESTORATION ELEVATIONS
AE206 632 NORTH MASONRY RESTORATION ELEVATIONS
AE207 632 SOUTH MASONRY RESTORATION ELEVATIONS
AE208 632 EAST WEST MASONRY RESTORATION ELEVATIONS

AE301 BUILDING SECTIONS
AE302 BUILDING SECTIONS
AE303 WALL SECTIONS

AE401 ENLARGED STAIR PLAN, SECTION, DETAILS

AE501 CONSTRUCTION DETAILS
AE502 CONSTRUCTION DETAILS

AE601 DOOR TYPES, FINISH SCHEDULE & DETAILS
AE602 STOREFRONT & WINDOW SCHEDULES & DETAILS

MECHANICAL
MD101 LOWER LEVEL MECHANICAL DEMOLITION PLAN
MD102 MAIN LEVEL MECHANICAL DEMOLITION PLAN
MD103 UPPER LEVEL MECHANICAL DEMOLITION PLAN
MD104 DEMOLITION ROOF PLAN

MH001 SCHEDULES & ABBREVIATIONS
MH101 LOWER LEVEL MECHANICAL PLAN
MH102 MAIN LEVEL MECHANICAL PLAN
MH103 UPPER LEVEL MECHANICAL PLAN

MH501 MECHANICAL DETAILS

MH601 SCHEDULES & ABBREVIATIONS

PL101 LOWER LEVEL PLUMBING PLAN
PL102 MAIN LEVEL PLUMBING PLAN

ELECTRICAL
EG101 SYMBOLS, SCHEDULES & NOTES

ED101 DEMOLITION PLAN LOWER LEVEL
ED102 DEMOLITION PLAN MAIN LEVEL
ED104 DEMOLITION PLAN ROOF LEVEL

EL101 LIGHTING PLAN LOWER LEVEL
EL102 LIGHTING PLAN MAIN LEVEL

EP101 POWER PLAN LOWER LEVEL
EP102 POWER PLAN MAIN LEVEL
EP103 POWER PLAN UPPER LEVEL

EY101 FIRE ALARM & SECURITY SYSTEMS PLAN LOWER LEVEL
EY102 FIRE ALARM & SECURITY SYSTEMS PLAN MAIN LEVEL
EY103 FIRE ALARM & SECURITY SYSTEMS PLAN UPPER LEVEL

EX101 ONE-LINE DIAGRAM
EX102 PANEL BOARD SCHEDULES

EX201 ELECTRICAL DIAGRAMS
EX202 ELECTRICAL DIAGRAMS

FT. DOUGLAS VICINITY MAP
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REFERENCE  NOTES

1  EXISTING SITEWORK TO REMAIN AS IS.

2  EXISTING DRIVE TO REMAIN AS IS.

3  EXISTING CURB & GUTTER.

4  EXISTING CONCRETE WALK.

5  EXISTING CONCRETE STAIRS

6  NEW CONCRETE CURB

7  NEW CONCRETE LANDING

8  NEW CONCRETE RETAINING WALL

9  NEW  CONCRETE RAMP

10 EXISTING CURB

11 EXISTING SEWER LINE

12  EXISTING TELEPHONE SERVICE

13  PRECAST CONCRETE WINDOW WELL.

14  EXISTING GRADE  (SOLID LINE) - TYPICAL

15  MODIFIED GRADE (DASHED LINE)  - TYPICAL

16  EXISTING FENCELINE

17  NEW PLANTING BED

18 EXISTING BUILDING OUTLINE

19 NEW CONCRETE WALK, PROVIDE EXPANSION/CONTROL JOINTS PER
PROJECT MANUAL

20  NEW FOOTING DRAIN - PERF. PIPE WRAPPED IN FILTER FABRIC IN
GRAVEL FILL

21  TERMINATE FOOTING DRAIN IN 3'X3'X3' GRAVEL SUMP - ENCLOSE
ENTIRE SUMP IN FILTER FABRIC. LOCATE SUMP MIN. 10 FEET AWAY
FROM BUILDING - SLOPE LINE TO ENSURE DRAINAGE.

22 UNDERGROUND PIPING FROM DOWNSPOUTS - DAYLIGHT TO CURB
OR DRIVEWAY AS SHOWN.
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BLDG. 631

REFERENCE  NOTES

1  EXISTING WALL TO REMAIN (SHOWN SOLID LINE).

2  EXISTING WALL TO BE REMOVED (SHOWN DASHED LINE & HATCHED).

3  REMOVE EXISTING STAIR.

4  REMOVE EXISTING WOOD FLOORING DOWN TO EXISTING SLAB
BELOW (FIELD VERIFY).

5  CUT NEW  OR ENLARGE EXISTING WALL OPENING AS NEEDED TO
ALLOW FOR NEW DOORS OR OTHER OPENINGS. SEE FLOOR PLANS.

6  REMOVE EXISTING WINDOW & FRAME (OPENING MAY BE INFILLED -
SEE FLOOR PLANS FOR LOCATIONS).  SALVGE IF REQUIRED - SEE
REFERENCE NOTE 11.

7  EXCAVATE AREA OF NEW CONSTRUCTION INFILL TO DEPTH
INDICATED ON DRAWINGS.  SEE BUILDING SECTIONS AND STRUCTURAL
DRAWINGS FOR DETAILS.

8  REMOVE EXISTING CURB.

9  REMOVE EXISTING DOOR & FRAME (OPENING MAY BE INFILLED - SEE
FLOOR PLANS FOR LOCATIONS).

10  REMOVE ENTIRE WOOD FRAME ADDITION AS SHOWN.

10  REMOVE ENTIRE WOOD FRAME ADDITION AS SHOWN.

11 REMOVE GYPSUM BOARD OVER EXISTING WINDOW OPENING ON
BOTH SIDES OF WALL.  IT IS ASSUMED THAT AN EXISTING WINDOW IS
BEHIND THE GYPSUM BOARD.  IF THE EXPECTED WINDOW IS MISSING,
INSTALL ONE SALVEGED WINDOW (SEE REFERENCE NOTE 6).  REPAIR /
RESTORE WINDOW AND INSTALL IT IN EXISTING OPENING IN MASONRY
WALL.

12  REMOVE EXISTING FLOOR FOR NEW MECHANICAL SHAFT.  PROVIDE
NEW HEADERS FOR EXISTING JOISTS WHICH NEED TO BE REMOVED.
COORDINATE WITH MECHANICAL PLANS.

13  REMOVE EXISTING GATE.

14  REMOVE EXISTING CURB & GUTTER.

15  REMOVE EXISTING WALK.

GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.
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BLDG. 632BLDG. 631

REFERENCE  NOTES

1  EXISTING WALL TO REMAIN (SHOWN SOLID LINE).

2  EXISTING WALL TO BE REMOVED (SHOWN DASHED LINE & HATCHED).

3  REMOVE EXISTING STAIR.

4  REMOVE EXISTING WOOD FLOORING DOWN TO EXISTING SLAB
BELOW (FIELD VERIFY).

5  CUT NEW  OR ENLARGE EXISTING WALL OPENING AS NEEDED TO
ALLOW FOR NEW DOORS OR OTHER OPENINGS. SEE FLOOR PLANS.

6  REMOVE EXISTING WINDOW & FRAME (OPENING MAY BE INFILLED -
SEE FLOOR PLANS FOR LOCATIONS).  SALVGE IF REQUIRED - SEE
REFERENCE NOTE 11.

7  EXCAVATE AREA OF NEW CONSTRUCTION INFILL TO DEPTH
INDICATED ON DRAWINGS.  SEE BUILDING SECTIONS AND STRUCTURAL
DRAWINGS FOR DETAILS.

8  REMOVE EXISTING CURB.

9  REMOVE EXISTING DOOR & FRAME (OPENING MAY BE INFILLED - SEE
FLOOR PLANS FOR LOCATIONS).

10  REMOVE ENTIRE WOOD FRAME ADDITION AS SHOWN.

10  REMOVE ENTIRE WOOD FRAME ADDITION AS SHOWN.

11 REMOVE GYPSUM BOARD OVER EXISTING WINDOW OPENING ON
BOTH SIDES OF WALL.  IT IS ASSUMED THAT AN EXISTING WINDOW IS
BEHIND THE GYPSUM BOARD.  IF THE EXPECTED WINDOW IS MISSING,
INSTALL ONE SALVEGED WINDOW (SEE REFERENCE NOTE 6).  REPAIR /
RESTORE WINDOW AND INSTALL IT IN EXISTING OPENING IN MASONRY
WALL.

12  REMOVE EXISTING FLOOR FOR NEW MECHANICAL SHAFT.  PROVIDE
NEW HEADERS FOR EXISTING JOISTS WHICH NEED TO BE REMOVED.
COORDINATE WITH MECHANICAL PLANS.

13  REMOVE EXISTING GATE.

14  REMOVE EXISTING CURB & GUTTER.

15  REMOVE EXISTING WALK.
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GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.
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GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.

10  REMOVE ENTIRE WOOD FRAME ADDITION AS SHOWN.

11 REMOVE GYPSUM BOARD OVER EXISTING WINDOW OPENING ON
BOTH SIDES OF WALL.  IT IS ASSUMED THAT AN EXISTING WINDOW IS
BEHIND THE GYPSUM BOARD.  IF THE EXPECTED WINDOW IS MISSING,
INSTALL ONE SALVEGED WINDOW (SEE REFERENCE NOTE 6).  REPAIR /
RESTORE WINDOW AND INSTALL IT IN EXISTING OPENING IN MASONRY
WALL.

12  REMOVE EXISTING FLOOR FOR NEW MECHANICAL SHAFT.  PROVIDE
NEW HEADERS FOR EXISTING JOISTS WHICH NEED TO BE REMOVED.
COORDINATE WITH MECHANICAL PLANS.

13  REMOVE EXISTING GATE.

14  REMOVE EXISTING CURB & GUTTER.

15  REMOVE EXISTING WALK.

REFERENCE  NOTES

1  EXISTING WALL TO REMAIN (SHOWN SOLID LINE).

2  EXISTING WALL TO BE REMOVED (SHOWN DASHED LINE & HATCHED).

3  REMOVE EXISTING STAIR.

4  REMOVE EXISTING WOOD FLOORING DOWN TO EXISTING SLAB
BELOW (FIELD VERIFY).

5  CUT NEW  OR ENLARGE EXISTING WALL OPENING AS NEEDED TO
ALLOW FOR NEW DOORS OR OTHER OPENINGS. SEE FLOOR PLANS.

6  REMOVE EXISTING WINDOW & FRAME (OPENING MAY BE INFILLED -
SEE FLOOR PLANS FOR LOCATIONS).  SALVGE IF REQUIRED - SEE
REFERENCE NOTE 11.

7  EXCAVATE AREA OF NEW CONSTRUCTION INFILL TO DEPTH
INDICATED ON DRAWINGS.  SEE BUILDING SECTIONS AND STRUCTURAL
DRAWINGS FOR DETAILS.

8  REMOVE EXISTING CURB.

9  REMOVE EXISTING DOOR & FRAME (OPENING MAY BE INFILLED - SEE
FLOOR PLANS FOR LOCATIONS).

10  REMOVE ENTIRE WOOD FRAME ADDITION AS SHOWN.
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REFERENCE  NOTES

1  EXISTING FOUNDATION WALL - TYPICAL.

2  NEW  CONCRETE FOUNDATION WALL (SHOWN  HATCHED) - TYPICAL.

3  NEW CONCRETE FOOTING.

4  NEW 4" THICK CONCRETE SLAB ON 4" COMPACTED GRAVEL FILL.

5  EXISTING FOOTING (FIELD VERIFY).

6  NEW CONCRETE RETAINING WALL & FOOTING.

7  NEW 4" THICK CONCRETE RAMP.

8  NEW 4" THICK CONCRETE SLAB ON 4" COMPACTED GRAVEL FILL.
SLOPE AWAY FROM BUILDING 1/4" PER FOOT.

9  PLACE NEW 4" THICK SLAB ON COMP. GRAVEL OVER EXISTING SLAB
TO BRING FINISH FLOOR UP TO ELEVATION SHOWN

10  FOOTING DRAIN - PERF. PIPE WRAPPED IN FILTER FABRIC IN GRAVEL
FILL

11  TERMINATE FOOTING DRAIN IN 3'X3'X3' GRAVEL SUMP - ENCLOSE
ENTIRE SUMP IN FILTER FABRIC. LOCATE SUMP MIN. 10 FEET AWAY
FROM BUILDING

12 NEW  CONCRETE FOUNDATION WALL - SEE DETAILS.

LEGEND

T.O.S.  - TOP OF SLAB
T.O.F.  - TOP OF FOOTING
T.O.W.  - TOP OF FOUNDATION WALL
T.O.L.  - TOP OF BRICK LEDGE
   (TO PROVIDE BEARING FOR STONE VENEER)
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GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.



1

DD

CD

2

CHECKED BY:

DRAWN BY:

CAD DWG FILE:

PROJECT NO:

700 NORTH 200 WEST

SALT LAKE CITY,UTAH 84103

(801) 355-5915

(801) 355-9885 FAX

WWW.CRSARCHITECTS.COM

FT. DOUGLAS
MILITARY MUSEUM

BLDG 631 & 632 - FT. DOUGLAS

32 POTTER STREET
FT. DOUGLAS, UT  84113

FT. DOUGLAS
MILITARY MUSEUM
FOUNDATION

UTAH NATIONAL GUARD
DFCM
UNIVERSITY OF UTAH

STRUCTURAL ENGINEER
 CALDER RICHARDS CONSULTING ENGINEERS
 2015 SOUTH 1100 EAST
 SALT LAKE CITY, UTAH  84106
 (801) 466-1699  FAX (801) 467-2495
 www.creng.com

MECHANICAL ENGINEER
 COLVIN ENGINEERING
 244 WEST 300 NORTH
 SALT LAKE CITY, UTAH  84103
 (801) 322-2400  FAX (801) 322-2416
 www.cea-ut.com

ELECTRICAL ENGINEER
 BNA CONSULTING ENGINEERS
 635 SOUTH STATE STREET
 SALT LAKE CITY, UTAH  84111
 (801) 532-2196  FAX (801) 532-2305
 www.bnaconsulting.com

12/01/05

FDMM - 04.12.06.lbk

DR

AAH

4/18/05

BID

B05-027

CD REVIEW SUBMISSION

DD REVIEW SUBMISSION

CD REVIEW

SUBMITTAL

NOT FOR CONSTRUCTION

AA

BB

CC

DD

1

1

2

2

3

3

4

4

5

5

LOWER LEVEL
FLOOR PLAN

AE102

5
/
19
/
2
0
0
6

P
:\
B
0
5
-0
2
7
  
F
t.
 D
o
u
g
la
s
 M
il
it
a
r
y
 M
u
s
e
u
m
 A
E
\
D
r
a
w
\
A
r
c
h
iC
a
d
\
0
4
-1
2
-0
6
\
F
D
M
M
 -
 0
4
.1
2
.0
6
.l
b
k

A1
LOWER LEVEL FLOOR PLAN

3/32"=  1'-0"

A

17

7

1

3

1

3

13

1

2

UP

D

G

G

G

D

D

6
D

3

G

D

1

4

EE

2E

5
5

11

11

7A

A

18
TYP.

18
TYP.

D2
AE502

D1
AE401

C3
AE502

C1
AE301

C1
AE301

C1
AE302

C1
AE302

A1
AE301

A1
AE301

A1
AE302

A1
AE302

A4
AE302

A3
AE301

A3
AE301

8
0

'-
6
"

7
'-
1

1
"

2'-0" typ.

2
3

'-
1

0
"

1
'

1
1

'-
1
1

"

1' 12'

57'

12' 1'

2
'-
0

" 
ty

p
.

2
'

1
'-
2

"

1
2

'-
1

"

35'-8" 32'

5
'-
2
"

2
9
'-
4

"
3
'

10'

88'-0"

88'-0"

88'-0"

Unexcavated

Unexcavated

EXISTING
CRAWLSPACE

existing building is NOT square -
south facing wings "flare out" approx. 4"

note: different exterior measurements due to
walls @ lower level offset outward
from walls above by approx. 2"

BLDG. 631

New or Renovated
Construction

Lift

sim.

sim.

sim.

A
L
IG

N

Finish Flr.

Finish Flr.

Finish Flr.

Existing Construction
To Remain

003A
2

2
002A

004A
2

A
005A

1

B

D

B

Mechanical
002

Electrical
003

Unfinished Basement
001

Unfinished Basement
005

Stairs
004

GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.

REFERENCE  NOTES

1  EXISTING WALL CONSTRUCTION - TYPICAL.

2  NEW  WALL CONSTRUCTION (SHOWN  HATCHED) - TYPICAL.
SEE WALL TYPE LEGEND/WALL DETAILS FOR SPECIFIC CONSTRUCTION.

3  NEW CONCRETE WALL - UNDERPINS EXISTING WALL - COORDINATE
W/ STRUCTURAL. FURR OUT  W/ 1-1/2" METAL FURRING CHANNELS & 5/8"
GYP. BD.

4  4" CONCRETE SLAB ON GRADE OVER COMPACTED FILL.

5  NEW 4" CONCRETE SLAB ON COMPACTED FILL OVER EXISTING FLOOR
SLAB.

6 NEW STAIR - SEE ENLARGED STAIR PLANS.

7  INFILL EXISTING WALL OPENING - SEE D1/AE502.

8  NEW WALL OPENING.

9  NEW CONCRETE RAMP.

10 EXISTING TOILET ROOMS TO REMAIN AS IS.

11  NEW MECHANICAL LOUVER IN EXISTING OPENING.  INFILL
REMAINING OPENING WITH STONE AS PER D1/AE502.

12 UNCOVER EXISTING WINDOW OR INSTALLED SALVAGED WINDOW

13 NEW STEEL COLUMN - SEE STRUCTURAL DRAWINGS.

14 NEW RECEPTION / GIFT SHOP WALLS - SEE ENLARGED FLOOR PLAN.

15 4" THICK CONC. SLAB - SLOPE AWAY FROM BLDG. 1/4" PER FOOT.

16  EXISTING SPACE TO REMAIN.

17  PRECAST CONCRETE WINDOW WELL.

18  EXISTING POST TO REMAIN
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GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.

REFERENCE  NOTES

1  EXISTING WALL CONSTRUCTION - TYPICAL.

2  NEW  WALL CONSTRUCTION (SHOWN  HATCHED) - TYPICAL.
SEE WALL TYPE LEGEND/WALL DETAILS FOR SPECIFIC CONSTRUCTION.

3  NEW CONCRETE WALL - UNDERPINS EXISTING WALL - COORDINATE
W/ STRUCTURAL. FURR OUT  W/ 1-1/2" METAL FURRING CHANNELS & 5/8"
GYP. BD.

4  4" CONCRETE SLAB ON GRADE OVER COMPACTED FILL.

5  NEW 4" CONCRETE SLAB ON COMPACTED FILL OVER EXISTING FLOOR
SLAB.

6 NEW STAIR - SEE ENLARGED STAIR PLANS.

7  INFILL EXISTING WALL OPENING - SEE D1/AE502.

8  NEW WALL OPENING.

9  NEW CONCRETE RAMP.

10 EXISTING TOILET ROOMS TO REMAIN AS IS.

11  NEW MECHANICAL LOUVER IN EXISTING OPENING.  INFILL
REMAINING OPENING WITH STONE AS PER D1/AE502.

12 UNCOVER EXISTING WINDOW OR INSTALLED SALVAGED WINDOW

13 NEW STEEL COLUMN - SEE STRUCTURAL DRAWINGS.

14 NEW RECEPTION / GIFT SHOP WALLS - SEE ENLARGED FLOOR PLAN.

15 4" THICK CONC. SLAB - SLOPE AWAY FROM BLDG. 1/4" PER FOOT.

16  EXISTING SPACE TO REMAIN.

17  PRECAST CONCRETE WINDOW WELL.

18  EXISTING POST TO REMAIN
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A1
UPPER LEVEL FLOOR PLAN

3/32"=  1'-0"

A

West Elevation 631

C1
AE301

C1
AE301

C1
AE302

C1
AE302

A1
AE301

A1
AE301

A1
AE302

A1
AE302

A4
AE302

A3
AE301

A3
AE301

5'-5"

2
'-
5

"

107'-9 1/2"

103'-1 1/2"

107'-9 1/2"

existing building is NOT square -
south facing wings "flare out" approx. 4"

Covered Porch

note: different exterior measurements
due to walls @ lower level offset
outward from walls above by approx. 2"

Existing Construction
To Remain

(except for minor work
primarily HVAC &

elect. - see respective
drawings)

2A
111A

Existing Spaces In
Building #632 To
Remain U.N.O.

13 NEW STEEL COLUMN - SEE STRUCTURAL DRAWINGS.

14 NEW RECEPTION / GIFT SHOP WALLS - SEE ENLARGED FLOOR PLAN.

15 4" THICK CONC. SLAB - SLOPE AWAY FROM BLDG. 1/4" PER FOOT.

16  EXISTING SPACE TO REMAIN.

17  PRECAST CONCRETE WINDOW WELL.

18  EXISTING POST TO REMAIN

REFERENCE  NOTES

1  EXISTING WALL CONSTRUCTION - TYPICAL.

2  NEW  WALL CONSTRUCTION (SHOWN  HATCHED) - TYPICAL.
SEE WALL TYPE LEGEND/WALL DETAILS FOR SPECIFIC CONSTRUCTION.

3  NEW CONCRETE WALL - UNDERPINS EXISTING WALL - COORDINATE
W/ STRUCTURAL. FURR OUT  W/ 1-1/2" METAL FURRING CHANNELS & 5/8"
GYP. BD.

4  4" CONCRETE SLAB ON GRADE OVER COMPACTED FILL.

5  NEW 4" CONCRETE SLAB ON COMPACTED FILL OVER EXISTING FLOOR
SLAB.

6 NEW STAIR - SEE ENLARGED STAIR PLANS.

7  INFILL EXISTING WALL OPENING - SEE D1/AE502.

8  NEW WALL OPENING.

9  NEW CONCRETE RAMP.

10 EXISTING TOILET ROOMS TO REMAIN AS IS.

11  NEW MECHANICAL LOUVER IN EXISTING OPENING.  INFILL
REMAINING OPENING WITH STONE AS PER D1/AE502.

12 UNCOVER EXISTING WINDOW OR INSTALLED SALVAGED WINDOW

GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.
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A1
ROOF PLAN

3/32"=  1'-0"

4

1

1

1
3 3

2

2 2

C2
AE303

2
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AE303

2

1

7
5

56

6 5

5

5

6

B1
AE502

B1
AE502

C2
AE502

7

C1
AE502

C1
AE502

1

5

6

7

7

7

6 6

A2
AE502

A4
AE502

A1
AE502

A5
AE502

C4
AE302

C1
AE301

C1
AE301

C1
AE302

C1
AE302

A1
AE301

A1
AE301

A1
AE302

A1
AE302

A4
AE302

A3
AE301

A3
AE301

CONTROL:
New ridgeline to match elevation
of existing ridgeline

BLDG. 631

New or Renovated
Construction

Existing Construction
To Remain As Is

(except for minor work
primarily HVAC &

elect. - see respective
drawings)

BLDG. 632

EXTENT OF SECONDARY
UNDERLAYMENT - SEE SCHEDULE

NEW MEMBRANE ROOFING

NEW ASPHALT SHINGLE ROOFING

REFERENCE  NOTES

1  EXISTING ROOF STRUCTURE TO REMAIN. REPLACE ROOFING.

2  LOW SLOPE ROOF WITH MEMBRANE ROOFING OVER NEW
CONSTRUCTION.

3  PITCHED ROOF (APPROX. 8:12 TO MATCH EXISTING) WITH ASPHALT
SHINGLE ROOFING OVER NEW CONSTRUCTION.

4  NEW SKYLIGHT UNIT.

5  NEW RAINGUTTER, CONTINUOUS ALONG EAVE, TYP.

6  NEW DOWNSPOUT. CONNECT TO UNDERGROUND PIPING & DAYLIGHT
OUT AS SHOWN ON SITE PLAN. PROVIDE HEAT CABLE FROM GUTTER,
INTO DOWNSPOUT & TERMINATE WITHIN 6" OF DAYLIGHT.

7  HIGH ROOF DRAINS ONTO LOW ROOF - TYP.

GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.

PLAN
NORTH

S
U

R
V
E
Y

N
O

R
T
H



1

DD

CD

2

CHECKED BY:

DRAWN BY:

CAD DWG FILE:

PROJECT NO:

700 NORTH 200 WEST

SALT LAKE CITY,UTAH 84103

(801) 355-5915

(801) 355-9885 FAX

WWW.CRSARCHITECTS.COM

FT. DOUGLAS
MILITARY MUSEUM

BLDG 631 & 632 - FT. DOUGLAS

32 POTTER STREET
FT. DOUGLAS, UT  84113

FT. DOUGLAS
MILITARY MUSEUM
FOUNDATION

UTAH NATIONAL GUARD
DFCM
UNIVERSITY OF UTAH

STRUCTURAL ENGINEER
 CALDER RICHARDS CONSULTING ENGINEERS
 2015 SOUTH 1100 EAST
 SALT LAKE CITY, UTAH  84106
 (801) 466-1699  FAX (801) 467-2495
 www.creng.com

MECHANICAL ENGINEER
 COLVIN ENGINEERING
 244 WEST 300 NORTH
 SALT LAKE CITY, UTAH  84103
 (801) 322-2400  FAX (801) 322-2416
 www.cea-ut.com

ELECTRICAL ENGINEER
 BNA CONSULTING ENGINEERS
 635 SOUTH STATE STREET
 SALT LAKE CITY, UTAH  84111
 (801) 532-2196  FAX (801) 532-2305
 www.bnaconsulting.com

12/01/05

FDMM - 04.12.06.lbk

DR

AAH

4/18/05

BID

B05-027

CD REVIEW SUBMISSION

DD REVIEW SUBMISSION

CD REVIEW

SUBMITTAL

NOT FOR CONSTRUCTION

AA

BB

CC

DD

1

1

2

2

3

3

4

4

5

5

LOWER LEVEL
REFLECTED CEILING

PLAN

AE111

5
/
19
/
2
0
0
6

P
:\
B
0
5
-0
2
7
  
F
t.
 D
o
u
g
la
s
 M
il
it
a
r
y
 M
u
s
e
u
m
 A
E
\
D
r
a
w
\
A
r
c
h
iC
a
d
\
0
4
-1
2
-0
6
\
F
D
M
M
 -
 0
4
.1
2
.0
6
.l
b
k

A1
LOWER LEVEL REFLECTED CEILING PLAN

3/32"=  1'-0"

1

1

1

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CRAWL SPACE

UNEXCAVATED

UNEXCAVATED

typ.

Note:
Refer to HVAC & Electrical drawings for
diffuser, ductwork & light fixture locations

6

4

7 7

6

B.O.J. @ 11'-11 1/4"
B.O.J. @ 11'-11 1/4"
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REFERENCE  NOTES

1 EXISTING CEILING - REPAIR & REPAINT. SEE FINISH SCHEDULE

2  NEW CEILING - 5/8" TYPE X PAINTED GYP. BD.

3  NEW EXPOSED STEEL ROOF DECK & ROOF TRUSSES. PAINT DECKING,
TRUSSES, BEAMS, & ALL EXPOSED ITEMS.

4  NEW EXPOSED FLOOR SHEATHING & FLOOR JOISTS. PAINT
SHEATHING, JOISTS, BEAMS, & ALL EXPOSED ITEMS.

5 NEW ROOF TRUSS (PAINTED).

6  NEW FLOOR JOIST (PAINTED).

7  NEW STEEL BEAM (PAINTED).

8  NEW SLOPING STEEL BEAM (PAINTED).

9   NEW SKYLIGHT ABOVE TRUSSES.

GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.



1

DD

CD

2

CHECKED BY:

DRAWN BY:

CAD DWG FILE:

PROJECT NO:

700 NORTH 200 WEST

SALT LAKE CITY,UTAH 84103

(801) 355-5915

(801) 355-9885 FAX

WWW.CRSARCHITECTS.COM

FT. DOUGLAS
MILITARY MUSEUM

BLDG 631 & 632 - FT. DOUGLAS

32 POTTER STREET
FT. DOUGLAS, UT  84113

FT. DOUGLAS
MILITARY MUSEUM
FOUNDATION

UTAH NATIONAL GUARD
DFCM
UNIVERSITY OF UTAH

STRUCTURAL ENGINEER
 CALDER RICHARDS CONSULTING ENGINEERS
 2015 SOUTH 1100 EAST
 SALT LAKE CITY, UTAH  84106
 (801) 466-1699  FAX (801) 467-2495
 www.creng.com

MECHANICAL ENGINEER
 COLVIN ENGINEERING
 244 WEST 300 NORTH
 SALT LAKE CITY, UTAH  84103
 (801) 322-2400  FAX (801) 322-2416
 www.cea-ut.com

ELECTRICAL ENGINEER
 BNA CONSULTING ENGINEERS
 635 SOUTH STATE STREET
 SALT LAKE CITY, UTAH  84111
 (801) 532-2196  FAX (801) 532-2305
 www.bnaconsulting.com

12/01/05

FDMM - 04.12.06.lbk

DR

AAH

4/18/05

BID

B05-027

CD REVIEW SUBMISSION

DD REVIEW SUBMISSION

CD REVIEW

SUBMITTAL

NOT FOR CONSTRUCTION

AA

BB

CC

DD

1

1

2

2

3

3

4

4

5

5

MAIN LEVEL
REFLECTED CEILING

PLAN

AE112

5
/
19
/
2
0
0
6

P
:\
B
0
5
-0
2
7
  
F
t.
 D
o
u
g
la
s
 M
il
it
a
r
y
 M
u
s
e
u
m
 A
E
\
D
r
a
w
\
A
r
c
h
iC
a
d
\
0
4
-1
2
-0
6
\
F
D
M
M
 -
 0
4
.1
2
.0
6
.l
b
k

GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.

REFERENCE  NOTES

1 EXISTING CEILING - REPAIR & REPAINT. SEE FINISH SCHEDULE

2  NEW CEILING - 5/8" TYPE X PAINTED GYP. BD.

3  NEW EXPOSED STEEL ROOF DECK & ROOF TRUSSES. PAINT DECKING,
TRUSSES, BEAMS, & ALL EXPOSED ITEMS.

4  NEW EXPOSED FLOOR SHEATHING & FLOOR JOISTS. PAINT
SHEATHING, JOISTS, BEAMS, & ALL EXPOSED ITEMS.

5 NEW ROOF TRUSS (PAINTED).

6  NEW FLOOR JOIST (PAINTED).

7  NEW STEEL BEAM (PAINTED).

8  NEW SLOPING STEEL BEAM (PAINTED).

9   NEW SKYLIGHT ABOVE TRUSSES.
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Note:
Refer to HVAC & Electrical drawings for
diffuser, ductwork & light fixture locations
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REFERENCE  NOTES

1 EXISTING CEILING - REPAIR & REPAINT. SEE FINISH SCHEDULE

2  NEW CEILING - 5/8" TYPE X PAINTED GYP. BD.

3  NEW EXPOSED STEEL ROOF DECK & ROOF TRUSSES. PAINT DECKING,
TRUSSES, BEAMS, & ALL EXPOSED ITEMS.

4  NEW EXPOSED FLOOR SHEATHING & FLOOR JOISTS. PAINT
SHEATHING, JOISTS, BEAMS, & ALL EXPOSED ITEMS.

5 NEW ROOF TRUSS (PAINTED).

6  NEW FLOOR JOIST (PAINTED).

7  NEW STEEL BEAM (PAINTED).

8  NEW SLOPING STEEL BEAM (PAINTED).

9   NEW SKYLIGHT ABOVE TRUSSES.

GENERAL NOTES

1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES, EQUIPMENT, ETC.

IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED CONSTRUCTION

CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF THE EXISTING CONDITIONS VARY

FROM THE ASSUMED CONDITIONS PRESENT IN THIS SET OF DOCUMENTS, THE

CONTRACTOR IS TO CONTACT THE ARCHITECT & STRUCTURAL ENGINEER BEFORE

PROCEEDING WITH WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK WITH

MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL & ELECTRICAL PLANS

FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING REQUIRED TO SAFELY

CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS CONTRACT INCLUDES

PATCH & REPAIR OF ALL FINISHES DAMAGED OR OTHERWISE IMPACTED BY THIS WORK,

WHETHER OR NOT SUCH REPAIR IS SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND

REPAIR INCLUDES, BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH SURFACES

EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH MATCHING MATERIALS AS

APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES, PROVIDE NEW

FINISHES TO MATCH ADJACENT FINISH SURFACES AS APPROVED BY ARCHITECT. NEW

FINISHES ARE TO BE SUBSTANTIALLY SIMILAR IN CHARACTER AND QUALITY WITH

ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL AND/OR

MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY INDICATED IN THE DRAWINGS,

BUT REQUIRED IN ORDER TO ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY

CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS TESTING AND

ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT WITH THE OWNER.

A1
UPPER LEVEL REFLECTED CEILING PLAN

3/32"=  1'-0"

1

1

1

1

1

1

1

1

1

1

1

1

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

CLG. @ EXIST. ELEV.

Note:
Refer to HVAC & Electrical drawings for
diffuser, ductwork & light fixture locations
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C1
NORTH ELEVATION

3/32"=  1'-0"

1

2

4

A3
AE301

A1
AE301

C1
AE302

3

New or Renovated
Construction

Building #631

Building #632

Existing Construction
To Remain

Main (#631) Floor
& New Lobby Elev 100'-0"

Lower Floor Elev
87'-0" (beyond)

6 7

5

15

24

25

REFERENCE  NOTES

1  EXISTING GRADE.

2  EXISTING ROOF STRUCTURE TO RECEIVE NEW ROOFING

3  EXISTING PORCH, RAILING, FASCIA, SOFFIT, ETC. TO REMAIN

4  EXISTING MASONRY WALL - SEE MASONRY RESTORATION DRAWINGS
FOR FURTHER INFORMATION.

5  STOREFRONT GLAZING SYSTEM

6  PREFINISHED METAL FASCIA.

7  NEW LOW SLOPE ROOF WITH MEMBRANE ROOFING

8  LINE OF NEW FOUNDATION

9  NEW WALL CONSTRUCTION WITH MASONRY VENEER SIMILAR TO
EXISTING.

10  NEW PITCHED ROOF (APPROX. 8:12 TO MATCH EXISTING) WITH
ASPHALT SHINGLES.

11 NEW SANDSTONE LINTEL OR SILL TO MATCH EXISTING.

12  NEW SANDSTONE QUOINS, SIMILAR TO EXISTING.

13  PRECAST WINDOW WELL.

14  NEW WINDOW

15  NEW DOOR

16  LINE OF NEW RAMP (BEYOND)

17 PAINTED WOOD FASCIA TO MATCH EXISTING

18 NEW CONCRETE WALL

19  EXISTING OVERHEAD DOOR TO REMAIN.

20  REPAINT EXISTING TRIM @ WINDOWS & DOORS, FASCIA, SOFFIT,
ETC.  - EXCLUDING NORTH FACING PORCHES, POSTS, SOFFITS &
RAILINGS WHICH SHALL REMAIN WITHOUT REFINISHING.

21 NEW MECHANICAL LOUVER & STONE INFILL IN EXISTING WALL
OPENING.

22 CEMENT PLASTER FINISH - TYP. @ EXPOSED FDN. WALL.

23 FOOTING DRAIN - SEE AS101

24  NEW RAINGUTTER, CONTINUOUS ALONG EAVE.

25 NEW DOWNSPOUT W/ HEAT CABLE - CONNECT TO UNDERGROUND
PIPING & DAYLIGHT AS SHOWN ON SITE PLAN.

A1
SOUTH ELEVATION

3/32"=  1'-0"

6

8

24

10

A1
AE301

2

A3
AE301

20

2

1

2323

23

7
7

7 24 7 24

A1
AE302

19

13

11

New or Renovated
Construction

Existing Construction
To Remain As Is

NEW CONSTRUCTION "INFILL" BETWEEN
EXISTING BUILDING WINGS

NEW LOBBY
CONSTRUCTION

BETWEEN EXISTING
BUILDINGS

Except for Areas of
Masonry Wall Repair -
See shts. AE203-208

Building #632

Building #631

5

4

5

4

1822

15

16

Main (#631) Floor
& New Lobby Elev 100'-0"

25

17

12

14

9

9
9

25

12

11
TYP.

Lower Floor Elev
88'-0" (beyond)

TYP.

REFER TO  MASONRY RESTORATION DRWGS(AE203-208)

FOR DETAILS SEE MASONRY REPAIR, ETC.
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REFERENCE  NOTES

1  EXISTING GRADE.

2  EXISTING ROOF STRUCTURE TO RECEIVE NEW ROOFING

3  EXISTING PORCH, RAILING, FASCIA, SOFFIT, ETC. TO REMAIN

4  EXISTING MASONRY WALL - SEE MASONRY RESTORATION DRAWINGS
FOR FURTHER INFORMATION.

5  STOREFRONT GLAZING SYSTEM

6  PREFINISHED METAL FASCIA.

7  NEW LOW SLOPE ROOF WITH MEMBRANE ROOFING

8  LINE OF NEW FOUNDATION

9  NEW WALL CONSTRUCTION WITH MASONRY VENEER SIMILAR TO
EXISTING.

10  NEW PITCHED ROOF (APPROX. 8:12 TO MATCH EXISTING) WITH
ASPHALT SHINGLES.

11 NEW SANDSTONE LINTEL OR SILL TO MATCH EXISTING.

12  NEW SANDSTONE QUOINS, SIMILAR TO EXISTING.

13  PRECAST WINDOW WELL.

14  NEW WINDOW

15  NEW DOOR

16  LINE OF NEW RAMP (BEYOND)

17 PAINTED WOOD FASCIA TO MATCH EXISTING

18 NEW CONCRETE WALL

19  EXISTING OVERHEAD DOOR TO REMAIN.

20  REPAINT EXISTING TRIM @ WINDOWS & DOORS, FASCIA, SOFFIT,
ETC.  - EXCLUDING NORTH FACING PORCHES, POSTS, SOFFITS &
RAILINGS WHICH SHALL REMAIN WITHOUT REFINISHING.

21 NEW MECHANICAL LOUVER & STONE INFILL IN EXISTING WALL
OPENING.

22 CEMENT PLASTER FINISH - TYP. @ EXPOSED FDN. WALL.

23 FOOTING DRAIN - SEE AS101

24  NEW RAINGUTTER, CONTINUOUS ALONG EAVE.

25 NEW DOWNSPOUT W/ HEAT CABLE - CONNECT TO UNDERGROUND
PIPING & DAYLIGHT AS SHOWN ON SITE PLAN.
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WEST ELEVATION
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AE301
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4

Main (#631) Floor
& New Lobby Elev 100'-0"

Storage Room
 Elev 96'-0"

Lower Floor
Elev 88'-0"
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C1
EAST-WEST LONGITUDINAL BUILDING SECTION

1/8" =  1'-0"

C2
AE303
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AE502
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CONTROL:  new ridge to match existing
ridge elevation

NEW CONSTRUCTION SHOWN SHADED - TYP.

New or Renovated
Construction

Lobby

Existing Construction
To Remain As Is

Storage

Exhibits

Main (#631) Floor
Elev 100'-0"

Lobby / Entry Elev
100'-0"

Lower Floor Elev
88'-0"

Attic

Attic

12

8 +/-

CONTROL: match new
roof slope to exist.
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Office

10

10

9 6 9

14

4

1

3

7

17

1

3

2

11

77

5 31

32

30

19

2

17

29 29

25

10

A1
NORTH-SOUTH TRANSVERSE BUILDING SECTION EAST 631

1/8" =  1'-0"

C2
AE502

9
'-
1

1
1
/4

"

2
'-

3
/4

"

v
a

ri
e

s

1
1

'-
8

" 
e
x
is

t.

Attic

Attic

Exhibits

Lower (#631) Floor Elev
88'-0"

Main (#631) Floor
Elev 100'-0"

Storage

Multi-Purpose
Room

1

6

17

4

9

2
20

5

3

29

A3
NORTH-SOUTH TRANSVERSE BUILDING SECTION @ LOBBY

1/8" =  1'-0"

A4
AE303

A4
AE502

A2
A502

1
4

'-
7

"+
/-

1
1
'-
6

"
2

'-
4
"

Lobby Elev
100'-0"

Lobby

d
e
c
k
 b

rg
.

11

610

18
25

7

11
33

29

29 29

24

REFERENCE  NOTES

1  EXISTING ROOF STRUCTURE.

2  EXISTING FLOOR STRUCTURE.

3  EXISTING WALL STRUCTURE.

4  NEW EXPOSED SCISSOR TRUSS ROOF STRUCTURE -  ASPHALT
SHINGLES ON RIGID INSULATION ON STEEL "B" DECK ON STEEL
TRUSSES. SEE STRUCTURAL DRWGS. FOR DETAILS.

5  NEW EXPOSED OPEN WEB WOOD TRUSS FLOOR STRUCTURE - 3/4"
SHEATHING OVER WOOD TRUSSES. SEE WALL SECTIONS &
STRUCTURAL DRWGS. FOR DETAILS.

6  NEW 4" CONCRETE SLAB FLOOR ON FREE DRAINING GRAVEL.

7  NEW  EXPOSED OPEN WEB STEEL ROOF STRUCTURE - MEMBRANE
ROOF ON RIGID INSULATION OVER STEEL "B" DECK ON TRUSSES. SEE
WALL SECTIONS & STRUCTURAL DRWGS. FOR DETAILS.

8  NEW FLOOR STRUCTURE - 3/4" SHEATHING OVER WOOD JOISTS. SEE
WALL SECTIONS &  STRUCTURAL DRWGS. FOR DETAILS.

9  NEW CONCRETE RETAINING WALL - UNDERPINS EXISTING MASONRY
FOUNDATION. SEE STRUCTURAL DRWGS. FOR DETAILS.

10 STEEL COLUMN.

11 STOREFRONT GLAZING.

12  FINISH FLOOR.

13  NEW  FURRED OUT STUD WALL AGAINST EXISTING MASONRY WALL.

14   EXISTING GRADE.

15  WELD STEEL EXTENSION TO TRUSS CHORD TO SUPPORT ROOF
DECK WHICH EXTENDS OUT OVER SIDEWALL TO LOW ROOF.

16  FLASH & COUNTERFLASH METAL FASCIA INTO ROOFING SYSTEM
PER ROOFING MANUFACTURER DETAILS.

17  STEEL ROOF BEAM - SEE STRUCTURAL DRWGS.

18  SLOPING STEEL ROOF BEAM (MOMENT FRAME). SEE STRUCTURAL
DRAWINGS FOR DETAILS.

19  STEEL FLOOR BEAM - SEE STRUCTURAL DRWGS.

20  NEW TYPICAL EXTERIOR WALL - 2X6 STEEL STUDS  W/ STONE
VENEER.

21  NEW 4" CONCRETE SLAB ON COMPACTED GRAVEL PLACED OVER
EXISTING FLOOR SLAB.

22  NOT USED.

23  NOT USED.

24  4" THICK CONCRETE RAMP ON COMPACTED GRAVEL.

25  NEW SKYLIGHT UNIT

26  STEEL STUD WALL W/ METAL PANEL EXTERIOR (TO MATCH  FASCIA
ABOVE STOREFRONTS) & 5/8" GYP. BD. @ INTERIOR FACE.

27  EXPANSION JOINT BETWEEN LOW ROOF & HANGING STUD
WALL/HIGH ROOF.

28  WRAP GYP. BD. DOWN FROM STUD WALL AROUND ROOF BEAM TO
FORM SOFFIT @ HEIGHT SHOWN.  RETURN GYP. BD. UPWARDS @
STAIRWELL SIDE TO ROOF DECK.

29 CONCRETE FOUNDATION WALL - BRICK LEDGE MAY OCCUR, SEE FDN.
PLAN & EXTERIOR ELEVATIONS.

30  EXISTING STONE WALL BEYOND

31  NEW (OR ENLARGED EXISTING) WALL OPENING.  PROVIDE STONE
LINTEL TO MATCH EXISTING DOOR/WINDOW LINTELS.

32 NEW STUD WALL  (BEYOND) WHERE NEW ROOF OVERLAPS ABOVE
EXISTING ROOF.

33 INFILL EXISTING WALL OPENING.

34 NEW FOUNDATION/RETAINING WALL BEYOND.

CONSTRUCTION SHOWN HERE SAME AS AT E-W SECTION C1/AE301 U.N.O.

!! FIELD VERIFY ALL ROOF, BEAM, COLUMN HEIGHTS, BRG. ELEV., ETC. PRIOR TO ERECTION

IF ANY  DEVIATIONS ARE FOUND THAT CONFLICT WITH DRAWINGS

NOTIFY ARCHITECT  BEFORE PROCEEDING !!
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NORTH-SOUTH TRANSVERSE BUILDING SECTION @ 631 INFILL - EAST
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CONTROL:  10" min. clear
between new roof & exist. soffit.
Min. new roof slope 1/4" per foot.
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REFERENCE  NOTES

1  EXISTING ROOF STRUCTURE.

2  EXISTING FLOOR STRUCTURE.

3  EXISTING WALL STRUCTURE.

4  NEW EXPOSED SCISSOR TRUSS ROOF STRUCTURE -  ASPHALT
SHINGLES ON RIGID INSULATION ON STEEL "B" DECK ON STEEL
TRUSSES. SEE STRUCTURAL DRWGS. FOR DETAILS.

5  NEW EXPOSED OPEN WEB WOOD TRUSS FLOOR STRUCTURE - 3/4"
SHEATHING OVER WOOD TRUSSES. SEE WALL SECTIONS &
STRUCTURAL DRWGS. FOR DETAILS.

6  NEW 4" CONCRETE SLAB FLOOR ON FREE DRAINING GRAVEL.

7  NEW  EXPOSED OPEN WEB STEEL ROOF STRUCTURE - MEMBRANE
ROOF ON RIGID INSULATION OVER STEEL "B" DECK ON TRUSSES. SEE
WALL SECTIONS & STRUCTURAL DRWGS. FOR DETAILS.

8  NEW FLOOR STRUCTURE - 3/4" SHEATHING OVER WOOD JOISTS. SEE
WALL SECTIONS &  STRUCTURAL DRWGS. FOR DETAILS.

9  NEW CONCRETE RETAINING WALL - UNDERPINS EXISTING MASONRY
FOUNDATION. SEE STRUCTURAL DRWGS. FOR DETAILS.

10 STEEL COLUMN.

11 STOREFRONT GLAZING.

12  FINISH FLOOR.

13  NEW  FURRED OUT STUD WALL AGAINST EXISTING MASONRY WALL.

14   EXISTING GRADE.

15  WELD STEEL EXTENSION TO TRUSS CHORD TO SUPPORT ROOF
DECK WHICH EXTENDS OUT OVER SIDEWALL TO LOW ROOF.

16  FLASH & COUNTERFLASH METAL FASCIA INTO ROOFING SYSTEM
PER ROOFING MANUFACTURER DETAILS.

17  STEEL ROOF BEAM - SEE STRUCTURAL DRWGS.

18  SLOPING STEEL ROOF BEAM (MOMENT FRAME). SEE STRUCTURAL
DRAWINGS FOR DETAILS.

19  STEEL FLOOR BEAM - SEE STRUCTURAL DRWGS.

20  NEW TYPICAL EXTERIOR WALL - 2X6 STEEL STUDS  W/ STONE
VENEER.

21  NEW 4" CONCRETE SLAB ON COMPACTED GRAVEL PLACED OVER
EXISTING FLOOR SLAB.

22  NOT USED.

23  NOT USED.

24  4" THICK CONCRETE RAMP ON COMPACTED GRAVEL.

25  NEW SKYLIGHT UNIT

26  STEEL STUD WALL W/ METAL PANEL EXTERIOR (TO MATCH  FASCIA
ABOVE STOREFRONTS) & 5/8" GYP. BD. @ INTERIOR FACE.

27  EXPANSION JOINT BETWEEN LOW ROOF & HANGING STUD
WALL/HIGH ROOF.

28  WRAP GYP. BD. DOWN FROM STUD WALL AROUND ROOF BEAM TO
FORM SOFFIT @ HEIGHT SHOWN.  RETURN GYP. BD. UPWARDS @
STAIRWELL SIDE TO ROOF DECK.

29 CONCRETE FOUNDATION WALL - BRICK LEDGE MAY OCCUR, SEE FDN.
PLAN & EXTERIOR ELEVATIONS.

30  EXISTING STONE WALL BEYOND

31  NEW (OR ENLARGED EXISTING) WALL OPENING.  PROVIDE STONE
LINTEL TO MATCH EXISTING DOOR/WINDOW LINTELS.

32 NEW STUD WALL  (BEYOND) WHERE NEW ROOF OVERLAPS ABOVE
EXISTING ROOF.

33 INFILL EXISTING WALL OPENING.

34 NEW FOUNDATION/RETAINING WALL BEYOND.

C1
NORTH-SOUTH TRANSVERSE BUILDING SECTION @ 631 INFILL - WEST
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NEW CONSTRUCTION SHOWN SHADED - TYP.

Main (#631) Floor Elev
100'-0"

Lower (#631) Floor Elev
88'-0"

Exhibits

deck brg.  elev.

CONTROL:  10" min. clear
between new roof & exist. soffit.
Min. new roof slope 1/4" per foot.
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Storage
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C4
ROOF SECTION @ STAIR/LOBBY

1/2" =  1'-0"

8
'
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Lobby

beyond
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Stairwell
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exp. jointLow Roof

High Roofmatch eave to
A4/AE303
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N-S SECTION @ STAIR
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Lower (#631) Floor Elev
88'-0"

deck brg.  elev.

Main (#631) Floor Elev
100'-0"
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CONSTRUCTION SHOWN HERE SAME AS AT E-W SECTION C1/AE301 U.N.O.

CONSTRUCTION SHOWN HERE SAME AS AT E-W SECTION C1/AE301 U.N.O.

!! FIELD VERIFY ALL ROOF, BEAM, COLUMN HEIGHTS, BRG. ELEV., ETC. PRIOR TO ERECTION

IF ANY  DEVIATIONS ARE FOUND THAT CONFLICT WITH DRAWINGS

NOTIFY ARCHITECT  BEFORE PROCEEDING !!
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Storefront Section at Lobby
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DECK BRG.
ELEV.  113'-10"

WALL TYPE "H"

C2
New Roof to Existing Wall

1"   =  1'-0"
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D3
AE501

4" EXP. JOINT

B2
New Floor to Existing Wall

1"   =  1'-0"

21

27

31

24

5

23

26

2

31
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1'

FIELD VERIFY
EXISTING
FOOTING DEPTH
PRIOR TO
CONSTRUCTING
NEW FOUNDATION
WALL

WALL TYPE "G"

BEYOND

A2
New Foundation to Existing Wall

1"   =  1'-0"
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C1
New Roof to Wall

1"   =  1'-0"
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105/8"

1"

WALL TYPE "C"

B1
New Floor to Wall

1"   =  1'-0"

26
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24

23

21

37

1'-2"

10" 4"

105/8"

BRICK LEDGE
ELEV. VARIES -
SEE FDN. PLAN

WALL TYPE "C"

WALL TYPE "D"

12" @ stairwell

STONE VENEER
DOES NOT OCCUR
@ STAIRWELL

A1
New Floor to Foundation

1"   =  1'-0"

22

23

21

25

36

5

24
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20

19

4
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1'-2"

WALL TYPE "D"

12" @ stairwell

REFERENCE  NOTES

1  STOREFRONT GLAZING SYSTEM. SEE PROJECT MANUAL FOR SPECS.

2  STEEL COLUMN.

3  STEEL ROOF BEAM.

4  2X4 STEEL STUDS @ 16" O.C.

5  5/8" TYPE X GYP. BD. OVER VAPOR BARRIER

6  1-1/2" "B" DECK

7  BUILT-UP STEEL ANGLES - HEIGHT TO MATCH BEARING PLATE OF
STEEL ROOF TRUSSES.  EXTEND OUT OVER TO PROVIDE SUPPORT FOR
STOREFRONT WALL & ROOF ABOVE AS SHOWN.

8  ROOF INSULATION.  SEE PROJECT MANUAL FOR SPECS.

9  MEMBRANE ROOFING. SEE PROJECT MANUAL FOR SPECS.

10  METAL FLASHING W/ DRIP EDGE.

11  METAL GUTTER.

12  SHAPED METAL "COVER PIECE" TO MATCH FASCIA FINISH. INSTALL
OVER 1X3 ON 1X6. COUNTERFLASH INTO METAL FASCIA ABOVE.

13  METAL FASCIA.

14  AIR INFILTRATION BARRIER OVER 1/2" WALL SHEATHING.  SEE
STRUCTURAL DRAWINGS FOR SHEATHING TYPE AND ATTACHMENT.

15 BATT INSULATION.

16  SHAPED METAL "COVER PIECE" TO MATCH FASCIA FINISH. INSTALL
OVER 1X4. COUNTERFLASH INTO METAL FASCIA ABOVE.

17  CAULK THOROUGHLY.

18  4" CONCRETE SLAB ON COMPACTED GRAVEL FILL.

19  UNDISTURBED EARTH OR COMPACTED ENGINEERED FILL PER
STRUCTURAL NOTESS.

20  RIGID INSULATION OVER FLUID APPLIED FOUNDATION
WATERPROOFING.

21  CONCRETE FOUNDATION WALL - SEE STRUCTURAL DRAWINGS FOR
REINFORCING.

22  CONCRETE FOOTING - SEE STRUCTURAL DRAWINGS FOR SIZE &
REINFORCING.

23  METAL FURRING CHANNELS

24  RIGID INSULATION

25  WATERPROOFING

26  3/4" FLOOR SHEATHING - SEE STRUCTURAL DRWGS. FOR TYPE &
ATTACHMENT.

27  FLOOR TRUSS - SEE STRUCTURAL DRAWINGS.

28  1/2" WALL SHEATHING - SEE STRUCTURAL DRWGS. FOR TYPE &
ATTACHMENT.

29  2X6 STEEL STUDS @ 16" O.C.

30  STONE VENEER

31  EXISTING MASONRY WALL.

32  EXISTING FLOOR STRUCTURE.

33  EXISTING ROOF STRUCTURE.

34  EXTEND FLASHING UP TO BOTTOM OF EXISTING WOOD TRIM &
COUNTERFLASH.

35  STEEL ROOF JOIST - SEE STRUCTURAL DRAWINGS.

36 FOOTING DRAIN - PERF. PIPE WRAPPED IN FILTER FABRIC IN GRAVEL
FILL

37 2X REQ'D. TREATED PLATE - SEE STRUCTURAL FOR ANCHOR BOLTS.

38  PREFINISHED SHEETMETAL FILLER STRIP ANCHORED TO METAL
FURRING CHANNELS.

39  STEEL CLOSURE ANGLE.

40 EXPANSION JOINT AT MEMBRANE OR SHINGLE ROOF - SEE DETAILS.
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LOWER LEVEL FINISH FLOOR
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TOP LANDING FINISH FLOOR
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NEW STOREFRONT

NEW CONCRETE WALK

NEW CONCRETE RAMP
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NEW CONCRETE RAMP

NEW CONCRETE LANDING

B4
RAMP SECTION

3/4" =  1'-0"

EXTERIOR WALL
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NOTE:
THE CONTRACTOR IS ALLOWED TO
PROVIDE EITHER THE INTERMEDIATE
RAIL OR THE EDGE PROTECTION CURB
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B4
TYP. UNDERLAYMENT

3"   =  1'-0"

SECONDARY UNDERLAYMENT MINIMUM 36" PAST THE

AT SIDE LAPS AND ONE ROW 16" O.C.
PRIMARY UNDERLAYMENT FASTENED 8" O.C.

NEW DRIP EDGE FASTENED 4" O.C. STAGGERED

MANUFACTURER SPEC.
SHINGLE - INSTALL PER

INTERIOR WALL MEASURED HORIZONTALLY

CENTERED ON EXPOSED LAP SURFACE

B5
PIPE JACK

3"   =  1'-0"

ROOFING

6"

MATERIAL

6"

RAIN COLLAR

PIPE FLASHING

SEALANT

ROOFING MATERIAL

CUT BACK 1"

UNDERLAYMENT

CLAMPING RING

IN A BED OF MASTIC

6
" 
M
IN
.

VENT OR FLUE PIPE

6
"

8
"

ROOF SHEATHING

SHINGLES TO BE

VENT OR FLUE PIPE

MASTIC

PRIMARY UNDERLAYMENT

ALL SEAMS AND JOINTS
IN THE PIPE FLASHING
SHALL BE SOLDERED
WATERTIGHT.

PRIME & PAINT RAIN COLLAR,
PIPE FLASHING & PIPE (NOT
FLUE) TO MATCH COLOR OF
SHINGLES.

EXTEND SECONDARY UNDERLAYMENT
UP PIPE AND NOT UP FLUE.  INSTALL
HEAT SENSITIVE SEALANT TO RAIN
COLLARS AROUND FLUES.

SECONDARY

OVERBEND TO
PROVIDE FRICTION
FIT (NO EXPOSED

FASTENERS)

PIPE/FLUE FLASHING SET
FULLY CEMENTED
PRIMARY UNDERLAYMENT

NOTE:  DO NOT USE
LEAD PIPE JACKS

A4
SHINGLE TO MEMBRANE TRANS.

3"   =  1'-0"

PRIMARY & SECONDARY UNDERLAYMENT

ADHERE LAST SHINGLE TO MEMBRANE W/ CONSTRUCTION ADHESIVE

48"

SHINGLES

FULLY ADHERED MEMBRANE
1/2" HIGH DENSITY WOODFIBER
INSULATION MECHANICALLY
FASTENED TO MEET 1-90 REQUIREMENTS

WOOD DECK

SINGLE PLY MEMBRANE FULLY ADHERED

RUSS SYSTEM WITH 6" WIDE EPDM
FASTENED 12" O.C. WITH SCREW & PLATE

EXTENDED UP SLOPE 48"

12"

D4
DRAINING PERIMETER EDGE

3"   =  1'-0"

1/4"

4"

3"

MEMBRANE COATED METAL

FASTENERS AT APPROX. 3"

O.C.; DO NOT STAGGER

4" WIDE FLASHING MEMBRANE

WELDED TO MEMBRANE COATED

METAL EDGE

FLANGE

1/4" GAP BETWEEN ADJACENT

PIECES OF MEMBRANE COATED

METAL

MEMBRANE JOINT COVER

INSTALLED PER MANUFACTURERS

RECOMMENDATIONS

C2
PIPE JACK @ MEMBRANE

3"   =  1'-0"

SEALANT

WATER CUTOFF
MASTIC
STAINLESS STEEL
CLAMPING RING

FULLY ADHERED
ROOF FLASHING

HOT AIR WELD

ROOFING
MEMBRANE

COVERBOARD

STRUCTURE
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N
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C4
COUNTERFLASHING

1 1/2"=  1'-0"

NOTES:
1.  THIS DETAIL SHOULD BE USED ONLY WHERE THE DECK IS SUPPORTED BY THE WALL
2.  TOP LAYER OF INSULATION CAN BE EITHER THERMAL
     INSLATION OR COVERBOARD INSULATION.
3.  SLIP SHEET MAY BE REQUIRED BELOW MEMBRANE
     WHEN OVERLAYING SOME INSULATIONS OR SUBSTRATES.

WALL

SEALANT AT WALL JOINTS
MUST BE COMPATIBLE
WITH COUNTERFLASHING
SEALANT

INSTALL POLYURETHANE
SEALANT AND TOOL TO
FACILITATE WATER RUN-OFF

EXPANDING SHANK FASTENERS

INSTALL SEALANT BEHIND
MEMBRANE

SHEET METAL COUNTERFLASHING

FLASHING MEMBRANE (ADHERED
TO WALL)

SEALANT

THERMOPLASTIC ROOF MEMBRANE

THERMAL INSULATION

ROOF DECK

D3
EXPANSION JOINT COVER

3"   =  1'-0"

ROOFING MEMBRANE

NEOPRENE FOAM

GALVANIZED METAL
NAILING FLANGE

2"3"3"3"

HOT AIR WELD TO SEAL

D1
FLASHING @ SKYLIGHT CURB

1 1/2"=  1'-0"

WOOD BLOCKING TO ACHIEVE

(ADHERED TO CURB)

4" MIN.

COVER BOARD

THERMOPLASTIC

THERMAL INSULATION

IN-SEAM SEALANT

LAP SEALANT

SPLICING CEMENT

BONDING ADHESIVE

SEAM FASTENING

METAL FLASHING

FLASHING MEMBRANE

PLATE MAX. 12" (31 cm) O.C.

(13 mm) FROM EDGE

MUST BE CENTERED OVER FIELD SPLICE AT
FLASHING OR PRESSURE SENSITIVE FLASHING
6 IN. (15.5 cm) WIDE UNCURED ELASTOFORM
IF VERTICAL SPLICE NOT LOCATED AT CORNER,

NOTES:
1.

ANGLE CHANGE.

DETAIL 8/A1.3
ELASTOFORM FLASHING AS PER
WITH TWO (2) PIECES OF UNCURED
FLASH ALL OUTSIDE CORNERS

CURED EPDM

SEALANT REQUIRED
ON ALL CURED-TO-
CURED SPLICES
APPROX. 1/2"

MIN.
3" (8 cm)

MEMBRANE

ROOF DECK

WOOD NAILERS AND CURB

ROOF MEMBRANE

REMOVABLE SHEET METAL
COUNTERFLASHING

8" MIN. FLASHING HEIGHT

10
" N

O
M

IN
AL

C
U

R
B 

H
EI

G
H

T

NOTES:
1.  ATTACH NAILER TO DECK WITH SUITABLE FASTENERS.
2.  TOP LAYER OF INSULATION CAN BE EITHER THERMAL
     INSLATION OR COVERBOARD INSULATION.
3.  SLIP SHEET MAY BE REQUIRED BELOW MEMBRANE
     WHEN OVERLAYING SOME INSULATIONS OR SUBSTRATES.

A3
PERIM. EDGE @ LOW SLOPE

1 1/2"=  1'-0"

SEALANT

PERIMETER SHEET METAL
OR MEMBRANE COATED
METAL FLASHING

FASTENERS AT APPROX. 3"
O.C., DO NOT STAGGER

ADHERED OR WELDED

SEALANT

THERMOPLASTIC ROOF

EXTEND FIELD SHEET TO
BELOW BLOCKING

CONTINUOUS CLEAT

WOOD NAILER AND

THERMAL INSULATION

ROOF DECK

FLASHING MEMBRANE

MEMBRANE

SHEET METAL CLOSURE

NOTES:
1.  AVOID (WHERE POSSIBLE) FLASHING DETAILS THAT REQUIRE RIGID METAL FLANGES
TO BE EMBEDDED OR SANDWICHED INTO THE ROOF MEMBRANE.
2.  THIS DETAIL SHOULD BE USED ONLY WHERE THE DECK IS SUPPORTED BY THE
OUTSIDE WALL.
3.  ATTACH NAILER TO WALL WITH SUITABLE FASTENERS.
4.  FREQUENT NAILING OF SHEET METAL FLANGE IS NECESSARY TO MINIMIZE THERMAL
MOVEMENT.
5.  REFER TO SINGLE-PLY TABLE 1 FOR METAL THICKNESS AND CLEAT REQUIREMENT.
6.  TOP LAYER OF INSULATION CAN BE EITHER THERMAL INSULATION OR
COVERBOARD INSULATION.

C3
PERIMETER SECUREMENT

1 1/2"=  1'-0"

MEMBRANE COATED
METAL BASE FLASHING

SEALANT

FLASHING MEMBRANE

FASTENERS @ APPROX.
4" O.C. STAGGERED

ROOF MEMBRANE
FIELD SHEET

C1
SHINGLE EXPANSION JOINT

1 1/2"=  1'-0"

SHINGLES

2 PIECE METAL
EXPANSION JOINT

SECONDARY UNDERLAYMENT

FASTENER

SUBSTRATE

CRADLE MEMBRANE
4"

7"

IN EXP. JOINT

A1
CONCRETE STAIR SECTION

3/4" =  1'-0"

CONCRETE PORCH & STAIR
SEE A2/S501

4'-2 1/2"

11" TYP.

4
"

2
'-1
1"

1"

CORE FOR HANDRAIL - SOLID
GROUT RAIL INTO CONCRETE

(WHERE OCCURS)

NATURAL GRADE

GRAVEL FILL

CONCRETE SLAB
LANDINGGRAVEL BASE

EXPANSION JOINT

3'-8"SEE PLAN

CONCRETE FOUNDATION - SEE
A1/S501

2
'-1
 1
/2
"

3'
-0
"

6"

1'-0"

3
'-0

"
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634"

434"

1058"634"

434"

C5
WALL TYPE 'B'
1-1/2" =1'-0"

B5
WALL TYPE 'C'
1-1/2" =1'-0"

GYPSUM BOARD 5/8" THICK, 4 ft WIDE, APPLIED EITHER VERTICALLY OR
HORIZONTALLY, SCREW ATTACHED TO STUDS AND PLATES WITH 11/4" LONG
TYPE W STEEL SCREWS, SPACED MAX. 12" O.C.  JOINTS COVERED WITH
TAPE AND JOINT COMPOUND.  FASTENER HEADS COVERED WITH JOINT
COMPOUND.

BATT INSULATION - USE ONLY TYPE BEARING THE UL CLASSIFICATION

MARK

D5
WALL TYPE 'A'
1-1/2" =1'-0"

GYPSUM BOARD 5/8" THICK, 4 ft WIDE, APPLIED EITHER VERTICALLY OR
HORIZONTALLY, SCREW ATTACHED TO STUDS AND PLATES WITH 11/4" LONG
TYPE W STEEL SCREWS, SPACED MAX. 12" O.C.  JOINTS COVERED WITH
TAPE AND JOINT COMPOUND.  FASTENER HEADS COVERED WITH JOINT
COMPOUND.

BATT INSULATION - USE ONLY TYPE BEARING THE UL CLASSIFICATION

MARK

GYPSUM BOARD 5/8" THICK, 4 ft WIDE, APPLIED
EITHER VERTICALLY OR HORIZONTALLY,
SCREW ATTACHED TO STUDS AND PLATES
WITH 11/4" LONG TYPE W STEEL SCREWS,
SPACED MAX. 12" O.C.  JOINTS COVERED
WITH TAPE AND JOINT COMPOUND.
FASTENER HEADS COVERED WITH JOINT
COMPOUND.

BATT INSULATION - USE ONLY TYPE BEARING THE

UL CLASSIFICATION MARK

4" STONE VENEER

1/2" SHEATHING W/ AIR INFILTRATION
BARRIER

VAPOR BARRIER

B4
WALL TYPE 'F'
1-1/2" =1'-0"

GYPSUM BOARD 5/8" THICK, 4 ft WIDE, APPLIED EITHER VERTICALLY OR
HORIZONTALLY, SCREW ATTACHED TO STUDS AND PLATES WITH 11/4" LONG
TYPE W STEEL SCREWS, SPACED MAX. 12" O.C.  JOINTS COVERED WITH
TAPE AND JOINT COMPOUND.  FASTENER HEADS COVERED WITH JOINT
COMPOUND.

C4
WALL TYPE 'E'
1-1/2" =1'-0"

GYPSUM BOARD 5/8" THICK, 4 ft WIDE, APPLIED EITHER VERTICALLY OR
HORIZONTALLY, SCREW ATTACHED TO STUDS AND PLATES WITH 11/4" LONG
TYPE W STEEL SCREWS, SPACED MAX. 12" O.C.  JOINTS COVERED WITH
TAPE AND JOINT COMPOUND.  FASTENER HEADS COVERED WITH JOINT
COMPOUND.

3-1/2" METAL STUDS @ 16" O.C.

5-1/2" METAL STUDS @ 16" O.C.

5-1/2" METAL STUDS @ 16" O.C.

3-1/2" METAL STUDS @ 16" O.C.

5-1/2" METAL STUDS @ 16" O.C.

C3
Window Well

1"   =  1'-0"

6
" 

m
in

.

1
' 
m

in
.

2
' 
M

IN
.

3
'-
6
" 

+
/-

CONCRETE FOUNDATION WALL -
BRICK LEDGE MAY OCCUR, SEE
FDN.PLAN & EXT. ELEV. FOR LOCATIONS

PRECAST CONCRETE
WINDOW WELL

GRAVEL SUMP -
DEPTH AS SHOWN

STONE VENEER

SLOPE GRADE AWAY
FROM WINDOW WELL

NEW SANDSTONE LINTEL

NEW WINDOW

NEW SANDSTONE SILL

C2
Attic Sidewall Detail

1"   =  1'-0"

C1
AE501

4"

 5/8" GYP. BD. FILLER STRIP
ANCHORED TO METAL
FURRING CHANNELS.

 RIGID INSULATION ON
METAL DECKING

 STEEL BEAM

ROOF SHINGLES

ROOFING
EXPANSION

JOINT

 EXIST. MASONRY
WALL

 EXIST. ROOF
STRUCTURE

 STEEL COLUMN

SIDEWALL OF METAL
STUDS & 5/8" GYP. BD.

ROOF SHINGLES

 2X OVERBUILD
FRAMING

ROOF SHEATHING

EXP. JOINT

D2
Wall Opening Infill @ Exterior

1 1/2"=  1'-0"

1"

2' +/-

VAPOR BARRIER OVER
1/2" WALL SHEATHING

STONE VENEER

EXIST. MASONRY WALL

3-1/2" METAL STUDS @ 16" O.C.
W/ R-11 BATT INSUL.

SEALANT

5/8" GYP. BD.
OVER VAPOR
BARRIER

EXTERIOR
SIDE

D1
Wall Opening Infill @ Interior

1 1/2"=  1'-0"

2' +/-

1" 1"

EXIST. MASONRY WALL

STONE VENEER

1/2" WALL SHEATHING

3-1/2" METAL STUDS @ 16" O.C.

SEALANT

C1
New Roof to Exist. Eave

1"   =  1'-0"

D3
AE501

4"

 STEEL COLUMN

 EXIST. MASONRY
WALL

EXPANSION JOINT

 EXIST. ROOF
STRUCTURE

 RIGID INSULATION ON
METAL DECKING

STEEL CLOSURE
ANGLE

PREFINISHED SHEET METAL
ANCHORED TO METAL
FURRING CHANNELS.

 STEEL BEAM

EXP. JOINT

B1
Membrane Roof  Exp. Jt. Detail

1"   =  1'-0"

D3
AE501

4"

 RIGID INSULATION ON
METAL DECKING 2X OVERBUILD

FRAMING

SIDEWALL OF METAL
STUDS & 5/8" GYP. BD.

 EXIST. MASONRY
WALL

 EXIST. ROOF
STRUCTURE

 STEEL COLUMN

 STEEL BEAM

STEEL CLOSURE
ANGLEEXPANSION JOINT

MEMBRANE ROOFING
OVER ROOF SHEATHING

PREFINISHED SHEET METAL
ANCHORED TO METAL
FURRING CHANNELS.

MEMBRANE ROOFING

EXP. JOINT

A5
SKYLIGHT RIDGE

3"   =  1'-0"

UNIT SKYLIGHT PANEL

PREFINISHED ALUMINUM
RIDGE - BY SKYLIGHT
MANUFACTURER4 7/8"

A4
SKYLIGHT @ CURB

3"   =  1'-0"

UNIT SKYLIGHT PANEL

PREFINISHED ALUMINUM
FRAME - BY SKYLIGHT
MANUFACTURER

3 1/2" METAL STUDES @ 16" O.C.
W/ BATT INSUL.

PREFINISHED SHEET METAL
FLASHING - COORD. W/ D1/AE501

PREFINISHED SHEET METAL

GYPSUM BOARD

SHEATHING

A1
SKYLIGHT MULLION

3"   =  1'-0"

UNIT SKYLIGHT PANEL

PREFINISHED ALUMINUM
FRAME - BY SKYLIGHT
MANUFACTURER

2 7/16"

A2
SKYLIGHT END WALL

3"   =  1'-0"

UNIT SKYLIGHT PANEL

PREFINISHED ALUMINUM
FRAME - BY SKYLIGHT
MANUFACTURER

3 1/2" METAL STUDES @ 16" O.C.
W/ BATT INSUL.

PREFINISHED SHEET METAL
FLASHING - COORD. W/ D1/AE501

PREFINISHED SHEET METAL

GYPSUM BOARD

SHEATHING

FLASHING & COUNTERFLASHING AS
PER D1/AE501

CLOSURE ANGLE

RIGID INSULATION

COVERBOARD

STEEL ROOF DECK

STEEL ROOF JOIST

V
A
R
IE
S
 -
 S
EE

 E
LE
V
A
TI
O
N
S

SEE B1/AE303 FOR WALL TYPE D

SEE B2/AE303 FOR WALL TYPE G

SEE A4/AE303 FOR WALL TYPE H
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A3
ACCESSORY MOUNTING

1'    =  1'-0"

ACCESSORY MOUNTED
OVER FINISHED WALL

NOTE:

   MOUNTED ACCESSORIES

   TYPICAL BLOCKING
   REQUIRED BEHIND WALL

   AND EQUIPMENT.

GYPSUM BOARD

2x6
BLOCKING

WALL CONSTRUCTION

B4
PICTURE RAIL

6"   =  1'-0"

2
 1
/4
"

3/4"

1
/2
"

1
/2
"

1
/2
"

1/8" 1/16"1/16"

7/16" 5/16"

NOTCH FOR PICTURE
HANGER, WHERE OCCURS

HM1217

B5
WINDOW STOOL

6"   =  1'-0"

4
"

3/4"

1
 1
/4
"

1
/2
"

3
/4
"

1/8" 1/16"1/16"

7/16" 5/16"

1
"

3/4"

HM1218

1" BULLNOSE
SILL

A5
WOOD BASE

6"   =  1'-0"

7
 1
/2
"

1
 1
/2
"1
/2
"

R1/4"

R1
/8
"

R1/4"

1/4"

1/8"

5/8"

HM1106

A4
WOOD CASING

6"   =  1'-0"

4"

3
/4
"

1 1/4" 1/2" 1/2"

1
/8
"

1
/1
6
"

1
/1
6
"

7
/1
6
"

5
/1
6
"

HM1218

FINISH SCHEDULE FINISH SCHEDULE LEGEND

GENERAL FINISH SCHEDULE NOTES

ELECTRICAL

STAIRS

F2 B2 C2 -UNFINISHED BASEMENT

MECHANICAL

001

SHIP / RECEIVE

OFFICE

EXHIBITS

BASEMENT

CEILING

BASE

NOTES

F
LO

O
R

B
A

S
E

R
O

O
M

 N
U

M
B

E
R

ROOM NAME

WALL

FLOOR

EXPOSED STRUCTURE, PAINTED

EXISTING TO REMAIN

NONE

EXISTING TO REMAIN

SEALED CONCRETE

EXISTING TO REMAIN

GYPSUM BOARD, PAINTED

EXISTING TO REMIAN, PATCH AND PAINT

4 LEVEL ALL FLOOR SUBSTRATES AS NECESSARY WITH LEVELING COMPOUND PRIOR TO INSTALLING

COORDINATE ALL FINISH REQUIREMENTS WITH THE DEMOLITION PLAN GENERAL NOTES.3

C2

W2

W1

C1

F2

F1

B1

B2

1

2 PROVIDE APPROPRIATE THRESHOLDS OR TRANSITION STRIPS AT ALL FLOOR FINISH MATERIAL

ALL MATERIALS, COLORS AND FINISHES NOT SPECIFICALLY IDENTIFIED IN THE CONTRACT DOCUMENTS

EXHIBITS

WALLS

E
A

S
T

N
O

R
T

H

W
E

S
T

S
O

U
T

H

C
E

IL
IN

G

W2 W2 W2

ADDITIONAL

SHALL BE SUBMITTED FOR SELECTION AND/OR APPROVAL BY ARCHITECT.

TRANSITIONS.

SCHEDULED FLOOR FINISH.

OFFICE

TOILET

TOILET

TOILET

TOILET

SECOND LEVEL

F3 CARPET TILES

EXHIBITS

OFFICE

F4

F5

CERAMIC FLOOR TILE MOSAIC

STONE

B3 WOOD BASE

B4 CERAMIC TILE

W4 EXISTING STONE, RESTORED AS PER ELEVATIONS

W3 GYPSUM BOARD, PAINTED W / 5'-0" CERAMIC TILE WAINSCOT

C4

C3 LAY-IN CEILING TILE

N1

NOTES

N2

W2

N3

002

003

004

MAIN FLOOR

101

102

103

104

105

106

107

108

109

110

111

112

HALL / STAIR

113

COLLECTIONS SUPPORT

GYPSUM BOARD, PAINTED

UNFINISHED BASEMENT005

VAULT

ELECTRICAL

114

115

116

117 MECHANICAL

B5 4" RUBBER BASE

W6 WOOD

W5 STOREFRONT

F2 B1 C1W1 W1 W1W1 / W2

F2 B5 C1W2 W2 W2W1

F2 B3 C1W1 W1 W1W1

F2 B2 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

W1 W1 W1W1

F3 B3 C2W4 W2 W4W4

F3 B3 C2W4 W5 W4W5

F1 B1 C1W1 W1 W1W1

F1 B1 C1W2 W1 W1W2

F1 B1 C1W1 W1 W2W1

F1 B1 C1W1 W1 W1W1

F3 B3 C1

F1 B1 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

F1 B1 C1W1 W1 W1W1

LOBBY

201 EXHIBITS F1 B1 C1W1/W2 W1 W2W1/W2

5-PANEL SOLID WOOD
DOOR - PAINTED

V
A
R
IE
S

HARDWOOD FRAME

2"2" VARIES

2
"

DOOR TYPES

FRAME TYPES

5-PANEL INTERIOR SOLID
WOOD DOOR - STAINED

5-PANEL INTERIOR SOLID
WOOD DOOR - STAINED

2

AE601

AE601

B C D

B3

B3

SIM
6
'-8

"

6
'-8

"

7'
-0
"

6'-0" 3'-0"
3'-0"

V
A
R
IE
S

EXISTING FRAME

2"2" VARIES

2
"

1

GENERAL DOOR NOTES:

HANG DOORS TO CLEAR FINISH FLOORING BY 1/2" MAX.

FIELD VERIFY ALL DOOR DIMENSIONS.

REFER TO PROJECT MANUAL FOR HARDWARE GROUPS.

ALL INTERIOR DOORS & FRAMES TO BE 20 MIN. RATED.

1.

2.

3.

4.

EXISTING DOOR TO
REMAIN

A

V
A
R
IE
S

VARIES

B3
DOOR HEAD - JAMB SIM.

3"   =  1'-0"

SCHEDULED WALL, SEE
FLOOR PLAN

SCHEDULED DOOR FRAME
SEE DOOR SCHEDULE

WOOD CASING
TYP. BOTH SIDES - SEE A4/AE601

1
/4
"

WOOD DOOR STOP

VARIES
SEE FLOOR PLAN
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C1
Storefront Sill @ Stairwell/Hall

1 1/2"=  1'-0"

41/2" 31/2"

1'

1
/2

"

21/4" 1'

Floor framing does not
occur @ stairwell opening

CONC. FOUNDATION

STOREFRONT FRAME

APPLY SEALANT AND/OR
FLASHING PER STOREFRONT
MFG. INSTRUCTIONS

D1
Storefront Jamb @ Stone Veneer

3"   =  1'-0"

3
1
/2

"
4

1
/2

"

1
0

5
/8

"

TS COLUMN - ALIGNED
W/CENTER LINE

OF STOREFRONT

METAL STUD WALL

STONE VENEER

APPLY FLASHING &
SEALANT PER
WINDOW MFG.
INSTRUCTIONS

STOREFRONT FRAME

B1
Storefront Jamb @ Exist. Wall

3"   =  1'-0"

EXISTING WALL

STOREFRONT FRAME

APPLY SEALANT AND/OR
FLASHING PER STOREFRONT
MFG. INSTRUCTIONS

B2
Storefront Mullion

3"   =  1'-0"

STOREFRONT FRAME

A1
Storefront Jamb @ Door/Mullion

3"   =  1'-0"

STOREFRONT FRAME
STOREFRONT

ENTRANCE DOOR
PER SCHEDULE

D2
Storefront Head

3"   =  1'-0"

STOREFRONT FRAME

METAL STUD WALL

METAL FASCIA

METAL COVER TO MATCH
FASCIA OVER 1X4

 - COUNTERFLASH
UNDER FASCIA ABOVE

APPLY FLASHING & SEALANT
PER WINDOW MFG.

INSTRUCTIONS

C2
Storefront Sill

3"   =  1'-0"

STOREFRONT FRAME

APPLY SEALANT AND/OR
FLASHING PER STOREFRONT
MFG. INSTRUCTIONS

CONC. FLOOR SLAB

CONC. FOUNDATION

CONC. SLAB
MAY OCCUR @ EXTERIOR

D2
AE602

D1
AE602

C2
AE602

C2
AE602

D5
AE602

A2
AE602

A2
AE602

B2
AE602

C5
AE602

C5
AE602

D5
AE602

D2
AE602

D2
AE602

D2
AE602

C1
AE602 C1

AE602

D3
AE602

D3
AE602

D4
AE602

D4
AE602

C3
AE602

C3
AE602

A1
AE602

A1
AE602

B2
AE602

B2
AE602

B2
AE602

B1
AE602

B1
AE602

C4
AE602

C4
AE602

1
1

'-
6

"

5'-8"

1
1
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6
"

30'-01/2"

8'-0"

6
'-
2

"

3'-3"

12'-01/4' 6' 12'-01/4'

8
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2

"

30'-01/2"

1-10" 6' 1'-21/2" 21'

8
'-
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"

1
'-
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"
6
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11'-0"

3'-6"

1
'-
8
"

6
'-
6
"

3
'-
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1
'-
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1
'-
8

"

1
'-
1

0
"

1
'-
8

"
6
'-
4

"

1
'-
8
"

1
'-
1

0
"

STOREFRONT SQUARE CORNER

STOREFRONT METAL WRAPS COLUMN
BETWEEN STOREFRONTS &
COL. @ CORNERS - TYP.

FE G

sim.
Notes:
1.  FIELD VERIFY ALL OPENINGS
PRIOR TO ORDERING ANY
WINDOWS OR DOORS.

Fixed Glzg. Storefront

sim.
Fixed Glzg.

sim.

A

Dbl. Hung

B

Fixed

Existing Window
Field Verify size & location

Fixed Glzg. Storefront Fixed Glzg. Storefront

sim.

sim.

Fixed Glzg. Storefront

C D

H

Head, Jamb & Sill
details sim. to "A" &  "B".

Lintel & sill to match
existing "half round"

windows.

C3
Clad Window Sill

3"   =  1'-0"

105/8"

6
" 

+
/-

1"

1
/4

"

WINDOW

APPLY FLASHING &
SEALANT PER
WINDOW MFG.
INSTRUCTIONS

STONE VENEER

METAL STUD WALL

SANDSTONE SILL -
SIZE & APPEARANCE
TO MATCH EXISTING
LINTELS

WINDOW STOOL
SEE B5/AE601

m
a

tc
h

 t
o

 e
x
is

t.

D4
Clad Window Jamb

3"   =  1'-0"

1
0

5
/8

"

WINDOW

STONE VENEER

METAL STUD WALL

APPLY FLASHING &
SEALANT PER
WINDOW MFG.
INSTRUCTIONS

CASING - SEE
FINISH SCH.

D3
Clad Window Head

3"   =  1'-0"

1
0
" 

+
/-

SANDSTONE LINTEL -
SIZE & APPEARANCE
TO MATCH EXISTING
LINTELS

STONE VENEER

METAL STUD WALL

CASING - SEE
FINISH SCH.

WINDOW

APPLY FLASHING &
SEALANT PER
WINDOW MFG.
INSTRUCTIONS

m
a
tc

h
 t

o
 e

x
is

t.

C4
Storefront Door Head

3"   =  1'-0"

STOREFRONT
ENTRANCE DOOR
PER SCHEDULE

STOREFRONT FRAME

C5
Storefront Jamb @ Column

3"   =  1'-0"

STOREFRONT FRAME
MAY OCCUR HERE INSTEAD
OF AT SIDE AS SHOWN BELOW

TS COLUMN

STOREFRONT FRAME STOREFRONT FRAME

COLUMN COVER MADE
FROM STOREFRONT FRAME
MATERIAL

APPLY SEALANT AND/OR
FLASHING PER STOREFRONT
MFG. INSTRUCTIONS

D5
Storefront Jamb @ Corner

3"   =  1'-0"

1
/4

"

STOREFRONT CORNER FRAME

NEOPRENE GASKET
EXPANSION JOINT

STOREFRONT FRAME

A2
Storefront Door Threshold

3"   =  1'-0"

1
/2

" 
m

a
x
.

DOOR FRAME WIDTH

STOREFRONT
ENTRANCE DOOR
PER SCHEDULE

METAL THRESHOLD -
INSTALL PER MFG.
INSTRUCTIONS

LINE OF FLOOR APPLY SEALANT AND/OR
FLASHING PER STOREFRONT
MFG. INSTRUCTIONS

WINDOW  LEGEND
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